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57 ABSTRACT

A lateral-diffused metal oxide semiconductor device includ-
ing a substrate, a second deep well, a gate, a source, a drain
and a first dopant region is provided. The substrate includes
a first deep well having a first conductive type. The second
deep well having a second conductive type is disposed in the
first deep well. The gate is disposed on the substrate and the
boundary of the first and the second deep well. The source
and the drain having a second conductive type are disposed
beside the gate and in the first deep well and the second deep
well respectively. The first dopant region having a first
conductive type is disposed in the second deep well, wherein
the first dopant region is separated from the drain. Moreover,
a method for fabricating said lateral-diffused metal oxide
semiconductor device is also provided.

12 Claims, 5 Drawing Sheets
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1
LATERAL-DIFFUSED METAL OXIDE
SEMICONDUCTOR DEVICE AND
FABRICATING METHOD THEREOF

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention is related to a lateral-diffused metal
oxide semiconductor device and fabrication method thereof,
and more specifically, to a lateral-diffused metal oxide
semiconductor device and fabrication method thereof, which
has dopant regions between a gate and a drain.

2. Description of the Prior Art

As manufacturing techniques for semiconductor inte-
grated circuits progress, it is preferable to have controllers,
memories and devices for low-voltage operation and power
devices for high-voltage operation integrated in one single-
chip system. Prior art devices employ an insulated gate
bipolar transistor (IGBT) and double-diffused metal oxide
semiconductor (DMOS) transistor devices as the power
devices of high-voltage operation in the single-chip system.

The DMOS transistor device can be categorized into
lateral DMOS (LDMOS) and vertical DMOS (VDMOS)
devices. Due to their advantages of higher operational
bandwidth, higher operational efficiency, and convenience
of integration with other devices such as CMOS devices due
to their planar structure, LDMOS devices are more widely
used.

SUMMARY OF THE INVENTION

The present invention provides a lateral-diffused metal
oxide semiconductor device and a fabricating method
thereof, which has at least a dopant region between a gate
and a drain, thus reducing circuit leakage, surface electric
field and off current.

The present invention provides a lateral-diffused metal
oxide semiconductor device including a substrate, a second
deep well, a gate, a source, a drain and a first dopant region.
The substrate includes a first deep well having a first
conductive type. The second deep well having a second
conductive type is disposed in the first deep well. The gate
is disposed on the substrate and the boundary of the first and
the second deep well. The source and the drain having a
second conductive type are disposed beside the gate and in
the first deep well and the second deep well respectively. The
first dopant region having a first conductive type is disposed
in the second deep well, wherein the first dopant region is
separated from the drain.

The present invention provides a fabricating method of a
lateral-diffused metal oxide semiconductor device including
the following steps. A substrate is provided. A first deep well
with a first conductive type is formed in the substrate. A
second deep well with a second conductive type is formed
in the first deep well. A gate is formed on the substrate and
the boundary of the first and the second deep well. A source
and a drain are formed in the first deep well and in the
second deep well respectively beside the gate. A first dopant
region having a first conductive type is formed in the second
deep well and separated from the drain.

According to the above, the present invention provides a
lateral-diffused metal oxide semiconductor device and fab-
rication method thereof, which forms a first dopant region
between the gate and the drain for having PN-junctions
existing between the first dopant region and the second deep
well, to reduce circuit leakage, surface electric field and off
current (I,,).
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These and other objectives of the present invention will
no doubt become obvious to those of ordinary skill in the art
after reading the following detailed description of the pre-
ferred embodiment that is illustrated in the various figures
and drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIGS. 1-8 schematically depict cross-sectional views of a
fabricating method of a lateral-diffused metal oxide semi-
conductor device according to an embodiment of the present
invention.

FIG. 9 schematically depicts a cross-sectional view of a
fabricating method of a lateral-diffused metal oxide semi-
conductor device according to another embodiment of the
present invention.

FIG. 10 schematically depicts a top view of a lateral-
diffused metal oxide semiconductor device of FIG. 9.

DETAILED DESCRIPTION

FIGS. 1-8 schematically depict cross-sectional views of a
fabricating method of a lateral-diffused metal oxide semi-
conductor device according to an embodiment of the present
invention. As shown in FIG. 1, a substrate 110 is provided,
wherein the substrate 110 may be a semiconductor substrate
such as a silicon substrate, a silicon-containing substrate, or
a silicon-on-insulator substrate. As shown in FIG. 2, a third
deep well 120 is formed in the substrate 110 by processes
such as an implantation process. The third deep well 120 has
a first conductive type while the substrate 110 has a second
conductive type. The first conductive type and the second
conductive type have different electrical properties. In this
embodiment, the first conductive type is N-type while the
second conductive type is P-type, but it is not limited
thereto. In another embodiment, the first conductive type
maybe P-type while the second conductive type is N-type.

In this embodiment, the third deep well 120 is located
from a top surface S1 of the substrate 110 to a depth d1. In
another embodiment, the third deep well 120 maybe an
embedded well, meaning it may be located just in a middle
part of the substrate 110, and the third deep well 120 may
have a dopant concentration higher than later formed upper
wells, but it is not limited thereto. The position and the range
of the third deep well 120 depend upon the needs. The third
deep well 120 is used for electrical isolation, thus preventing
leakage current from flowing downward.

As shown in FIG. 3, a first deep well 130 is formed in the
third deep well 120 by processes such as an implantation
process. The first deep well 130 has a first conductive type.
As shown in FIG. 4, a second deep well 140 with a second
conductive type is formed in the first deep well 130. The
second deep well 140 is merely doped in a right part of the
first deep well 130, so a later formed gate can be disposed
across a boundary B of'the first deep well 130 and the second
deep well 140.

As shown in FIG. 5, isolation structures 10 are formed in
the substrate 110. The isolation structures 10 may be shallow
trench isolation structures, which may be formed by a
shallow trench isolation process, but it is not limited thereto.
In this embodiment, the isolation structures 10 and the third
deep well 120 surround the first deep well 130 and the
second deep well 140 for electrically isolating components
formed in/on the first deep well 130 and the second deep
well 140 from others. Preferably, the isolation structures 10
contacts the third deep well 120 for better electrical isola-
tion.
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As shown in FIG. 6, a gate 160 is formed on the substrate
110 and the gate 160 is on the boundary B of the first deep
well 130 and the second deep well 140. Thus, an asymmetric
structure is formed in the present invention. The gate 160 is
a polysilicon gate, but it is not limited thereto. In another
embodiment, the gate 160 may be a metal gate, or the
polysilicon gate may be replaced by a metal gate in later
processes. The gate 160 may include a gate dielectric layer,
a gate layer, a cap layer and a spacer, etc., which are known
in the art, and are not described herein.

As shown in FIG. 7, a source 172 and a drain 174 are
formed in the first deep well 130 and in the second deep well
140 respectively and beside the gate 160. The source 172
and the drain 174 have second conductive type. The doping
concentration of the source 172 and the drain 174 is higher
than the doping concentration of the first deep well 130 and
the second deep well 140. Furthermore, a lightly doped
source 172' or a lightly doped drain (not shown) may be
formed in the substrate 110 beside the gate 160 or at least
having a part under the gate 160 before the source 172 and
the drain 174 are formed or by the diffusion of the source and
the drain 174. In this embodiment, the lightly doped source
172" is under the gate 160 and having a gradient depth
increasing toward the source 172. The source 172, the drain
174, the lightly doped source 172' and the lightly doped
drain (not shown) may be formed by covering a patterned
mask (not shown) and then performing an implantation
process, which may be a vertical implantation process or a
tilt implantation process; or, maybe formed by self-aligning
through spacers, but it is not limited thereto.

As shown in FIG. 8, a first dopant region 180 is formed
in the second deep well 140 and the first dopant region 180
is between the gate 160 and the drain 174. The first dopant
region 180 may be formed by covering a patterned mask and
then performing an implantation process, but it is not limited
thereto. The doping concentration of the first dopant region
180 is higher than the doping concentration of the second
deep well 140. It is emphasized that, the first dopant region
180 is separated from the drain 174 and the first dopant
region 180 has a first conductive type. Therefore, P-N
junctions exist between the first dopant region 180 and the
second deep well 140, thereby reducing circuit leakage.
Thus, the off current (I,;) of a formed lateral-diffused metal
oxide semiconductor device can be reduced. Furthermore,
the first dopant region 180 is a surface dopant region, so that
the surface electric field is reduced. Preferably, the first
dopant region 180 is right next to the gate 160, so the local
high surface electric field under the edge of the gate 160 can
be reduced.

In the embodiment of FIG. 8, the first dopant region 180
is just one dopant region, but the first dopant region 180 may
include several dopant regions to generate more P-N junc-
tions. FIG. 9 schematically depicts a cross-sectional view of
a fabricating method of a lateral-diffused metal oxide semi-
conductor device according to another embodiment of the
present invention. As shown in FIG. 9, after the source 172
and the drain 174 are formed, a first dopant region 180«
having several dopant regions 182, 184,186 is formed in the
second deep well 140 and the several dopant regions 182,
184,186 are located between the gate 160 and the drain 174.
It is emphasized that, the several dopant regions 182,
184,186 are separated from each other, so that several
corresponding P-N junctions exist between the several dop-
ant regions 182, 184,186 and the second deep well 140.
Therefore, this embodiment can have better performances
such as reducing circuit leakage and surface electric field
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4

than the embodiment of FIG. 8, which just has one dopant
region between the gate 160 and the drain 174.

Therefore, a lateral-diffused metal oxide semiconductor
device 100 is formed completely. FIG. 10 schematically
depicts a top view of a lateral-diffused metal oxide semi-
conductor device of FIG. 9. Please refer to FIGS. 9-10, a
lateral-diffused metal oxide semiconductor device 100
includes a substrate 110, a first deep well 130, a second deep
well 140, a gate 160, a source 172, a drain 174 and a first
dopant region 180a. The first deep well 130 is in the
substrate 110. The substrate 110 has a second conductive
type while the first deep well 130 has a first conductive type.
The second deep well 140 is disposed in the first deep well
130 and has a second conductive type. The gate 160 is
disposed on the substrate 110. It is noted that the gate 160
is disposed on the boundary B of the first deep well 130 and
the second deep well 140, thereby the lateral-diffused metal
oxide semiconductor device is an asymmetric structure. The
source 172 and the drain 174 having a second conductive
type are disposed beside the gate 160 and in the first deep
well 130 and the second deep well 140 respectively. The first
dopant region 180q is disposed just in the second deep well
140. It is noted that, the first dopant region 180q is located
between the gate 160 and the drain 174, and the first dopant
region 180q is separated from the drain 174 for having P-N
junctions existing between the first dopant region 180a and
the second deep well 140. In this embodiment, the first
dopant region 180a has several dopant regions separated
from each other to form many P-N junctions and the several
dopant regions are arranged regularly, but it is not limited
thereto. The first dopant region 180a may just be one as the
case of FIG. 8 or the arrangements of the dopant region 180
may be irregular, depending upon the needs.

Furthermore, the third deep well 120 surrounds the first
deep well 130 and the second deep well 140. The isolation
structures 10 are located in the substrate 110 and at the sides
of the source 172 and the drain 174 opposite to the first
dopant region 180a, so that the third deep well 120 can
contact the isolation structures 10 to fully isolate compo-
nents formed in/on the first dopant region 180. As a result,
the lateral-diffused metal oxide semiconductor device 100 of
the present invention includes the gate 160, the first dopant
region 180a, the drain 174 and the isolation structure 10 with
the arrangement sequentially.

In the aforesaid embodiments, the first dopant region 180,
180a is just in the second deep well 140 and between the
gate 160 and the drain 174, while there is just the source 172
in the first well 130 and between the gate 160 and the
isolation 10. However, in another embodiment, there may be
another first dopant region (not shown) disposed in the first
deep well 130 and between the source 172 and the gate 160
for achieving purposes such as reducing circuit leakage,
surface electric field, etc.

To summarize, the present invention provides a lateral-
diffused metal oxide semiconductor device and fabrication
method thereof, which forms the first dopant region between
the gate and the drain for having PN-junctions existing
between the first dopant region and the second deep well, to
reduce circuit leakage and thus reducing off current (I,).
The first dopant region is a surface dopant region, for
reducing the surface electric field. Moreover, the first dopant
region maybe just one dopant region right next to the gate
for reducing local high surface electric field, or may be
several dopant regions separated from each other for having
more PN-junctions existing between the first dopant region
and the second deep well.
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Furthermore, the lateral-diffused metal oxide semicon-
ductor device may further include the isolation structures, so
the gate, the first dopant region, the drain and the isolation
structure can be arranged sequentially to isolate the formed
lateral-diffused metal oxide semiconductor device from oth-
ers. Moreover, a third deep well may surround the first deep
well and preferably contact the isolation structure for iso-
lation.

Those skilled in the art will readily observe that numerous
modifications and alterations of the device and method may
be made while retaining the teachings of the invention.
Accordingly, the above disclosure should be construed as
limited only by the metes and bounds of the appended
claims.

What is claimed is:

1. A lateral-diffused metal oxide semiconductor device,

comprising:

a substrate comprising a first deep well having a first
conductive type;

a second deep well having a second conductive type
disposed in the first deep well;

a gate disposed on the substrate and the boundary of the
first and the second deep well;

a source and a drain having a second conductive type
disposed beside the gate and in the first deep well and
the second deep well respectively;

a first dopant region having a first conductive type dis-
posed in the second deep well, wherein the first dopant
region comprising dopant regions is separated from the
drain and is not directly below the gate; and

a third deep well disposed in a portion of the substrate,
wherein the third deep well has a dopant concentration
gradient, with dopant concentration thereof being
higher when further away from the substrate and dop-
ant concentration thereof being lower when closer to
the substrate, and the dopant concentration of the third
deep well is higher than the dopant concentration of the
first deep well and the second deep well respectively.

10

15

20

25

30

35

6

2. The lateral-diffused metal oxide semiconductor device
according to claim 1, wherein the substrate has a second
conductive type, and the first conductive type is different
from the second conductive type.

3. The lateral-diffused metal oxide semiconductor device
according to claim 1, wherein the first dopant region is
between the gate and the drain.

4. The lateral-diffused metal oxide semiconductor device
according to claim 1, wherein the first dopant region com-
prises one dopant region right next to the gate.

5. The lateral-diffused metal oxide semiconductor device
according to claim 1, wherein the first dopant region com-
prises several dopant regions.

6. The lateral-diffused metal oxide semiconductor device
according to claim 5, wherein the several dopant regions are
separated from each other.

7. The lateral-diffused metal oxide semiconductor device
according to claim 1, wherein the first dopant region is a
surface dopant region.

8. The lateral-diffused metal oxide semiconductor device
according to claim 1, wherein the third deep well surrounds
the first and the second deep well.

9. The lateral-diffused metal oxide semiconductor device
according to claim 8, wherein the third deep well has a first
conductive type.

10. The lateral-diffused metal oxide semiconductor device
according to claim 8, further comprising:

isolation structures located in the substrate and at sides of

the source and the drain opposite to the first dopant
region.

11. The lateral-diffused metal oxide semiconductor device
according to claim 10, wherein the third deep well contacts
the isolation structures to surround the first deep well and the
second deep well.

12. The lateral-diffused metal oxide semiconductor device
according to claim 1, wherein the gate is only disposed on
the boundary of the first and the second deep well, and the
source is only in the first deep well.
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